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PERENCANAAN STRUKTUR ATAS JEMBATAN RANGKA BAJA SUNGAI 

IHI KABUPATEN BARITO SELATAN 

 

Nama  : I Gusti Ayu Ekadevi Maharani 

NBI  : 1431700034 

Pembimbing : Ir.Bantot Sutriono,M.Sc. 

    Aditya Rizkiardi, S.T., M.T. 

 

ABSTRAK 

Jembatan Ihi adalah jembatan yang terletak di atas Sungai Ihi, Kecamatan Dusun 

Utara, Kabupaten Barito Selatan. Jembatan ini adalah jembatan rangka baja kelas B 

yang memiliki bentang 50 m dan lebar total 7 m. Jembatan ini merupakan pengganti 

dari jembatan sementara sebelumnya yang sering terendam banjir. Perhitungan 

pembebanan yang digunakan pada perencanaan struktur atas jembatan ini mengacu 

pada peraturan SNI 1725:2016, perhitungan baja mengacu pada RSNI T-03-2005 

dan SNI 1729:2020, serta perhitungan beton mengacu pada RSNI T 12-2004 dan 

SNI 2847:2019. Perencanaan pada rangka utama dibantu dengan menggunakan 

software SAP2000. Hasil perencanaan didapatkan hasil bahwa lantai kendaraan 

menggunakan beton bertulang dengan mutu 30 MPa, gelagar memanjang 

menggunakan IWF BJ40 400x400x13x21, gelagar melintang menggunakan IWF 

BJ40 900x300x16x28, rangka utama menggunakan baja mutu BJ49 profil WF 

750x750x75x75, WF 750x750x50x50, IWF 750x500x50x50, IWF 750x500x35x45, 

ikatan angin atas menggunakan BJ40 L110x110x14, ikatan angin bawah BJ40 

L150x150x18, sambungan balok memanjang-melintang menggunakan BJ40 

L150x150x15, sambungan balok melintang-pemikul utama BJ40 L250x250x25, 

sambungan rangka utama BJ49 segi empat 500x500x120, sambungan ikatan angin 

atas dan bawah BJ49 L200x200x15. 

 

Kata Kunci : Jembatan, Jembatan Rangka Baja, Struktur Bangunan Atas 
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STRUCTURAL PLANNING OF THE RIVER IHI STEEL FRAME BRIDGE, 

SELATAN BARITO REGENCY 

 

Name  : I Gusti Ayu Ekadevi Maharani 

NBI  : 1431700034 

Supervisor : Ir.Bantot Sutriono,M.Sc. 

    Aditya Rizkiardi, S.T., M.T. 

 

ABSTRACT 

The Ihi Bridge is a bridge located over the Ihi River, North Dusun District, South 

Barito Regency. This bridge is a class B steel truss bridge which has a span of 50 m 

and a total width of 7 m. This bridge is a replacement for the previous temporary 

bridge which was often flooded. The calculation of the loading used in the design of 

the structure of this bridge refers to the regulations of SNI 1725:2016, the 

calculation of the steel refers to the RSNI T-03-2005 and SNI 1729:2020, and the 

calculation of the concrete refers to the RSNI T 12-2004 and SNI 2847:2019. 

Planning on the main frame is assisted by using the SAP2000 software. The 

planning results show that the vehicle floor uses reinforced concrete with a quality 

of 30 MPa, the longitudinal girder uses IWF BJ40 400x400x13x21, the transverse 

girder uses IWF BJ40 900x300x16x28, the main frame uses quality steel BJ49 

profile WF 750x750x75x75, WF 750x750x50x50, IWF 750x500x45x50x50, wind 

bond the upper using BJ40 L110x110x14, the lower wind bonding BJ40 

L150x150x18, the longitudinal-transverse beam connection using BJ40 

L150x150x15, the transverse beam connection-main bearing BJ40 L250x250x25, 

the main frame connection BJ49 rectangular 500x500x120, the upper and lower 

wind bond connection BJ49 L200x200x15. 

 

Keywords: Bridge, Steel Frame Bridge, Superstructure 
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