
110 

 
 

DAFTAR PUSTAKA 

 

Apriyan J., Setiawan, H., Ervianto, W.I. (2017). Analisis Risiko Kecelakaan Kerja 

Pada Proyek Bangunan Gedung Dengan Metode FMEA 

Bahar E., Sudarno, B Zaman, (2012). Sustainability study of domestic communal 

wastewater treatment plant in Surabaya City. 

Carlson, C. S. (2012). Effective FMEAs: Achieving Safe, Reliable and 

Economical Products and Processes Using Failure Mode and Effect 

Analysis, 1st edition. John Willey & Sons. 

Chunsheng Yang, Weiming Shen, Qiangqiang Chen, Burak Gunay, (2018). A 

practical solution for HVAC prognostics: Failure mode and effects 

analysis in building maintenance. 

Dhama Susanthi, Moh. Yanuar J. Purwanto, Suprihatin, (2018). Evaluation of 

Domestic Wastewater Treatment Using Communal WWTP in Bogor 

City. 

Erni Sari, (2017). Analisis Resiko Proyek Pada Pekerjaan Jembatan Sidamukti – 

Kadu Di Majalengka Dengan Metode FMEA Dan Decision Tree. 

Prihandrijanti Maria, Mayrina Firdayati, (2011). Current Situation and 

Considerations of Domestic Wastewater Treatment Systems for Big 

Cities in Indonesia (Case Study: Surabaya and Bandung). 

Purwatiningrum Oktina, (2014). Description of Communal Domestic Wastewater 

Treatment Plant in Kelurahan Simokerto, Kecamatan Simokerto, Kota 

Surabaya. 

Suparmadja Aria, Nieke Karnaningroem, (2015). Analisis Risiko Dan Optimasi 

Kinerja IPAL Lumpur Aktif Menggunakan Metode Fault Tree Analysis 

(FTA). 

Wahyu Wijaya, Eddy Setiadi Soedjono, Agus Slamet, (2018). The Strategies To 

Reduce The Spread Of Nitrogen From Domestic Wastewater Treatment 

To The Streams in Surabaya City, Indonesia. 

Yolanda Yesi S, Cahyono Bintang N., dan Trijoko Wahyu Adi, (2014). 

Identifikasi Dan Analisa Risiko Kecelakaan Kerja Dengan Metode 

FMEA (Failure Mode And Effect Analysis) Dan FTA (Fault Tree 

Analysis) Di Proyek Jalan Tol Surabaya – Mojokerto. 



111 

Yudo Satmoko, Nusa Idaman Said, (2017). Kebijakan Dan Strategi Pengelolaan 

air Limbah Domestik Di Indonesia 

 


